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Denso Basecoat Kit 
 A tough protective outer coating 

 
Composition 
Denso Basecoat Kit is a two component hard 
wearing coating, consisting of a liquid portion 
containing synthetic polymers and 
waterproofing admixtures and a cementitious 
powder portion consisting of fine fillers.  
 
Uses 
Denso Basecoat Kit in conjugation with a 
suitable scrim is used to provide a tough 
protective outer coating over Denso 
Petrolatum Tapes and as the saturation coat 
on Denso Fabric backed tapes.  
 
Service temperature: -30°C to +60°C 
 
Characteristics 
Denso Basecoat Kit is: 

 Durable and Weatherproof 

 Excellent flexibility  

 Good resistance to moderate trafficking  

Application 
See Instructions for Use for additional detail. 
Apply by brush or roller. 
 
Application temperature: 0°C to +50°C 
 
Availability 
Denso basecoat kit is available in pre-measured 
6kg kits. 
 
Storage conditions 
Store in original container in a cool and dry place 
away from any sources of ignition. Recommended 
shelf life: 12 months 
 
Waste material 
Please avoid or minimise waste wherever possible. 
Please do not discard waste material, including 
packaging, in the surrounding environment. Follow 
all relevant legislation for disposal.  

Typical properties 
 

 
 Solids Content 33% 

Specific Gravity 0.99 

Drying Time 2 hours @ 25°C 

Spread Rate 1.3 l/m2 


