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Denso Butyl Profiling Mastic 
 A cold applied, self-supporting mastic 

 
Composition 
Denso Butyl Profiling Mastic is based on butyl 
rubber. 
 
Uses 
Denso Butyl Profiling Mastic is used for moulding 
around irregular profiles such as flanges, 
mechanical joints and valves to provide a contour 
suitable for wrapping with Denso Butyl Tapes. 
 
 Characteristics 
 Denso Butyl Mastic is:  
• suitable for service up to 100°C,  

• permanently flexible,  

• compatible with factory coatings of: 

o polyethylene,  

o polypropylene,  

o epoxy resin,  

o polyurethane, and  

o bitumen;  

  
• easy to apply, and  
• suitable for use in a wide range of climates.  

 
Surface Preparation 
see Instructions for Use for additional detail 
 
 
Primer 
Denso Butyl P16HT Primer 
 
Application 
See Instructions for use for additional information. 
 
Availability 
Denso Butyl Profiling Mastic is available in: 

20kg Boxes ,  

350mm x 50mm x 50mm x 65mm triangular strips. 

 

Storage conditions 
Store in a cool and dry place in original packaging. 
 
Waste material 
Please avoid or minimise waste wherever possible. 
Please do not discard waste material, including 
packaging, in the surrounding environment. Follow 
all relevant legislation for disposal.  

Typical properties 
 

Denso Butyl Profiling Mastic 

Colour Black 

Density 1.5 

Solids Content 100% 

 
 
 


