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Denso Clear Outerwrap Tape

Light-duty Outerwrap for use with Denso petrolatum tape systems

Composition Application

Denso Clear Outerwrap is a polyethylene film, See Instructions for Use for additional detail.

supplied in roll form. Denso Clear Outerwrap is applied spirally and
stretched under tension to conform to the

Uses substrate.

Denso Clear Outerwrap is used to isolate the pipe

and prevent formation of adherent deposits. The Availability

wrap also prevents operators from coming into 100mm x 150m rolls

contact with the underlying coating system.
Storage conditions

Characteristics Store in a cool and dry place in original packaging.
Denso Clear Outerwrap Tape is:

e suitable for hand application, Waste material

e suitable for immediate service, Please avoid or minimise waste wherever possible.
e not self-adhesive, and Please do not discard waste material, including

o facilitates ease of handling. packaging, in the surrounding environment. Follow

all relevant legislation for disposal

Typical properties

Appearance Clear, stretchable film
Thickness 40 uym

Length 250 m

Width 100-150 mm or to order

Important: Winn & Coales / Denso SA (Pty) Ltd pursue a policy to develop and continually improve all of our products and therefore the

information given in this data sheet is intended as a general guide and does not constitute a warranty of specification. However, our sales

personnel are committed to assist the user in establishing the suitability of the product for its intended purpose and additional specific
information is available on request. Denso SA (Pty) Ltd operate a Quality Management System registered to ISO 9001.
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